Specifications AMZ131XT

Platform

Working Height .................... 131 ft. (39.9m) Wheel base ......................... 14 ft. (4.27m)

Platform Height .................... 125 ft. (38.1m) Tailswing (beyond tires):

Riser Height: Riser Bxtended . o:w v rmsocmswiss 3ft. 8in. (1.1m)
RetraEted ;s vmemimsas smames 34 ft. 4in. (10.5m) Riser Retracted . ........................... Zero
B B e e 601 ft. 9 in. (18.8m)

Horizontal Reach: Performance
Riser Retracted .................... 09 ft. (21.2m) Maximum Drive Speed . ........... 2.5 mph (4.0 km/h)
Riser Estended < x5« o5 iieneme - 61 ft. 9 in. (18.8m) Gradeability (theoretical) ...................... 50%

Platform Capacity . ................. 600 lbs. (272 kg) Tires ..o 13.00R20 Foam Filled

SwingSpeed ............ .. ... L. 0.5 RPM

Dimensions

Platform Size ............. 36 x 72 in. (0.92 x 1.83m) Power Source

Overall Height (stowed) ......... 9ft. 9 1/2 in. (2.98m) Engine Make/Model . .................. Ford CSG-649

Overall Length ............... 39 ft. 3 1/2 in.(11.98m) Engine Horsepower ................. 110 hp (82 kw)

Overall Width: Fuel Tank Capacity « .. .ovosmenn. 45 gallons (170 liters)
Axles Retracted .. ................ 8 ft. 6 in. (2.6m)
dles Betended ... oo coimsie sniminnas 12 ft. (3.7m) Hydraulics

Turning Radius (inside): Reservoir Capacity ............ 100 gallons (378 liters)
Axles Retracted ................. 15 ft. 3 in. (4.6m) Hydraulic Pump Type ................... Axial Piston
Axles Extended ................. 14 ft. 6 in. (4.4m) Auxiliary POwer ............c.oiiiiiiiiiiiian. Yes

Turning Radius (outside):

Axles Retracted ................ 24 ft. 11 in. (7.6m) Shipping Information
Axles Extended ................. 28 ft. 6 in. (8.7m) WEIBHE cusmrmsmans 15 smsimomam 47,700 Ibs. (21637 kg)
Shipping Cube ................ 3,274 cu.fi. (92.7m’)
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Range Diagram AMZ131XT
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Standard four-wheel drive and steering provide outstanding traction and maneuverability in rough terrain.






